
● The ambient air temperature is: -5 °C ~ + 40 °C, the average value within 24 hours does not exceed +35 °C;
● Altitude: no more than 2000m;
● Atmospheric conditions: the relative humidity of the atmosphere does not exceed 50% at +40 ° C; higher
relative humidity is allowed at lower temperatures, the monthly minimum temperature of the wettest month does
not exceed 25 ° C, and the monthly average of the month is the largest The relative humidity does not exceed
90%, and measures must be taken for condensation on the product due to temperature changes;
● Pollution level: 3;
● Installation category: Class III;
● Installation conditions: the inclination of the mounting surface and the vertical plane is not more than ±5°;
● Shock vibration: The product should be installed and used in places where there is no significant shaking,
shock and vibration.。

● The contact system of the contactor is a direct-acting, double-breakpoint arrangement. The lower
base is made of aluminum alloy profile, the coil is a plastic package structure, and the coil and the yoke
are integrated, which can be directly taken out or loaded from the contactor. , maintenance is extremely
convenient; (see Figure 1)
● The contactor can be equipped with two auxiliary contact sets and more than 8 pairs of contacts;
● The arcing distance of the contactor is small. For example, the arcing distance of CJX2-F115~F330 is
only 10mm (200~500V), which is only about one sixth of other contactors of the same capacity. It can be
used as a complete set of equipment to reduce the occupied space, and is an excellent matching
component in electronic control equipment;
● Auxiliary contact sets, air delay heads and other accessories can be installed by building block
installation;
● Contact can be installed with horizontal or vertical mechanical interlock;
● Can be made into two, three and four pole contactors。

  Application

Normal Working and Installation Conditions

Structure Feature

Figure 1 Schematic diagram of the overall structure of the CJX2-F115~F265 contactor

1 arc extinguishing series 2 contact system      3 base        4 magnetic system

CJ X2- F115

CJ X2- F265

CJ X2- F630
3 2 1 4

CJX2-F series AC Contactor

CJ X2- F1250

Number of poles (2 or 4 poles, no nuber stand for  3 poles)
R a t e d  o p e r a t i n g  c u r r e n t  A C - 3  u s e s  3 8 0 V

S t r u c t u r e  c o d e
Design code
small type
AC Contactor

CJX2-F series AC contactor (hereinafter referred to as contactor), mainly used for AC 50Hz or 
60Hz, rated insulation voltage 1000V, in the AC-3 use category rated operating voltage is 380V rated 
current to 800A in the circuit, for the far The distance is used for switching on and off circuits, and an 
electromagnetic starter can be formed with an appropriate thermal overload relay to protect the circuit 
from which an operational overload may occur. The contactor is suitable for frequently starting and 
controlling the AC motor.      This product complies with GB14048.4 and lEC60947-4-1 standards.

Model and Refering
CJ    X    2  -   F  □   □

项目
参数

型号

约定发热
电流
(A)

额定工作
电流(A)

可控制的三相鼠笼型
电动机的大功率(kW) 操作频率

次/h
(AC- 3 ）

AC- 3
电帮命
( 万次)

机械
寿命
( 万次)

选用的
熔断器
(SCPD)

单只重量
(kg)

AC- 3 AC- 3

380V 660V 1000V 380V 660V 1000V

CJ X2- F115

CJ X2- F150

CJ X2- F185

CJ X2- F225

CJ X2- F265

CJ X2- F330

CJ X2- F400

CJ X2- F500

CJ X2- F630

CJ X2- F780

CJ X2- F800

CJ X2- F1250

200

200

275

275

315

380

450

580

800

830

860

1260

115

150

185

225

265

330

400

500

630

780

800

-

86

107

118

135

170

225

235

290

360

440

450

-

46

50

71

90

112

155

200

232

331

400

415

-

55

75

90

110

132

160

200

250

335

400

400

-

80

100

110

129

160

220

280

330

450

470

470

-

65

65

100

100

147

160

185

315

425

450

450

-

600

600

600

600

600

600

300

300

300

300

300

300

60

60

50

50

50

50

30

30

20

20

20

20

300

300

300

300

300

300

100

100

100

100

100

100

RT16- 1

RT16- 1

RT16- 2

RT16- 2

RT16- 2

RT16- 3

RT16- 3

RT16- 4

RT16- 4

RT16- 4

RT16- 4

RT16- 4

-

-

-

-

-

-

7.3

9.1

14.1

23.5

-

-

3.6

3.7

4.6

4.7

7.1

8.5

8.5

10.8

17.4

40

19

18.2

4.3

4.5

5.4

5.7

8.5

10

10

12.9

20.5

-

-

-

型号 2P 3P 4P

动作特性
吸合电压为85%~110%Us
释放电压为20%~75%Us 。
线圈主要规格代号( 见表2)

线圈代号

接触器型号

控制电压
(V) 110 127 220 380

平均功耗(20 ℃)

吸合(VA) 保持(VA)
单只重
量(kg) 简图

表2

CJ X2- F115 、F150

CJ X2- F185 、F225

CJ X2- F265

CJ X2- F330

CJ X2- F400

CJ X2- F500

CJ X2- F630

CJ X2- F780

CJ X2- F800

CJ X2- F1250

Ff110

FG110

FH110

FH110

FJ 110

FK110

FL110

FX110

Fl110

FL110

Ff127

FG127

FH127

FH127

FJ 127

FK127

FL127

FX127

Fl127

FL127

Ff220

FG220

FH220

FH220

FJ 220

FK220

FL220

FX220

Fl220

FL220

Ff380

FG380

FH380

FJ 380

FJ 380

FK380

FL380

FX380

Fl380

FL380

550

800

1200

1200

1200

1250

1650

2100

1650

1650

45

55

13

13

20

24

22

50

22

22

0.44

0.5

0.73

0.84

0.96

1.1

1.3

2.6

1.5

1.3

连接导线能力
参数

连接导线

型号 CJ X2-
F115

CJ X2-
F150

CJ X2-
F185

CJ X2-
F225

CJ X2-
F265

CJ X2-
F330

CJ X2-
F400

CJ X2-
F500

CJ X2-
F630

CJ X2-
F780

CJ X2-
F800

表3

根数
2导线截面(mm )

根数

铜排(mm)

连接螺栓

1

95

2

20 × 3

M6

1

120

2

25 × 3

M8

1

150

2

25 × 3

M8

1

185

2

32 × 4

M10

1

240

2

32 × 4

M10

1

240

2

30 × 5

M10

2

150

2

30 × 5

M10

2

240

2

40 × 5

M10

2

240

2

60 × 5

M12

2

240

2

60 × 5

M12

2

240

2

60 × 5

M12

主要参数及技术性能

CJ X2-
F1250

2

240

2

60 × 5

3 × M12

CJX2-F系列交流接触器万联电器

用心做好接触器
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CJ X2- F 系列交流接触器( 以下简称接触器) ，主要用于交流50Hz 或60Hz ，额定绝缘电压1000V ，在
AC- 3使用类别下额定工作电压为380V时额定电流至800A的电路中，供远距离接通和分断电路之用，
并可与适当的热过载继电器组成电磁起动器以保护可能发生操作过负荷的电路，接触器适宜于频繁地
起动和控制交流电动机。
该产品符合GB14048.4 、lEC60947- 4- 1 标准。

● 周围空气温度为：- 5 ℃～+ 40 ℃，24 小时内其平均值不超过+35 ℃；
● 海拔：不超过2000m；
● 大气条件：在+40℃时大气相对湿度不超过50％；在较低温度下可以允许有较高的相对湿度，最
湿月的月平均最低温度不超过25 ℃，该月的月平均最大相对湿度不超过90 ％，因温度变化发生在产品
上的凝露情况必须采取措施；
● 污染等级：3 级；
● 安装类别：Ⅲ类；
● 安装条件：安装面与垂直面倾斜度不大于± 5 ° ；
●  冲击振动：产品应安装和使用在无显著摇动、冲击和振动的地方。

● 接触器的接触系统为真动式、双断点布置，下基座采用铝合金型材，线圈为塑料封装结构，且线圈
与磁轭组成一体，可从接触器中直接取出或装入，使用、维修极为方便；( 见图1)
● 接触器可加装两个辅助触头组多8 对触头；
● 接触器飞弧距离小。如CJ X2- F115 ～F 330 飞弧距离仅为10mm(200 ～5 00V) ，仅为其它同容量接触器的
六分之一左右。用于成套设备可减小占用空间，是电控设备中优良的配套元件；
● 可以采用积木式安装方式加装辅助触头组、空气延时头及其它附件；
● 接触可加装横向或竖向机械联锁；
●  可制成二、三、四极接触器。

型号及其含义

 适用范围

正常工作条件和安装条件

结构特点

图 1  CJ X2- F115~F265 接触器的总体结构示意图

1  灭弧系列 2  接触系统 3  基座 4  磁系统

CJ X2- F115

CJ X2- F265

CJ X2- F630
3 2 1 4

CJX2-F系列交流接触器万联电器

CJ X2- F1250

极数(2 或4 极，没有表示3 极)
额定工作电流AC- 3 使用类别下380V
结构派生代号
设计序号
小型
交流接触器

CJ    X    2  -   F  □   □

Spec
Para

Item

Convenional

heating
current

(    A)

Rated working
current (      A)

Operating
frequecny

times/h
(     AC- 3 ）

AC- 3
Electrical
life
( million
times)

Mechanical
life

( million
times)

Matching
fuse type
(   SCPD)

each Weight
(    kg)

AC- 3 AC- 3

380V 660V 1000V 380V 660V 1000V

CJ X2- F115

CJ X2- F150

CJ X2- F185

CJ X2- F225

CJ X2- F265

CJ X2- F330

CJ X2- F400

CJ X2- F500

CJ X2- F630

CJ X2- F780

CJ X2- F800

CJ X2- F1250

200

200

275

275

315

380

450

580

800

830

860

1260

115

150

185

225

265

330

400

500

630

780

800

-

86

107

118

135

170

225

235

290

360

440

450

-

46

50

71

90

112

155

200

232

331

400

415

-

55

75

90

110

132

160

200

250

335

400

400

-

80

100

110

129

160

220

280

330

450

470

470

-

65

65

100

100

147

160

185

315

425

450

450

-

600

600

600

600

600

600

300

300

300

300

300

300

60

60

50

50

50

50

30

30

20

20

20

20

300

300

300

300

300

300

100

100

100

100

100

100

RT16- 1

RT16- 1

RT16- 2

RT16- 2

RT16- 2

RT16- 3

RT16- 3

RT16- 4

RT16- 4

RT16- 4

RT16- 4

RT16- 4

-

-

-

-

-

-

7.3

9.1

14.1

23.5

-

-

3.6

3.7

4.6

4.7

7.1

8.5

8.5

10.8

17.4

40

19

18.2

4.3

4.5

5.4

5.7

8.5

10

10

12.9

20.5

-

-

-

型号 2P 3P 4P

Coil code

Contactor Item

Control voltage
(V) 110 127 220 380

Average power 
consumption (20 ° C)
pull-in(    VA) hold(    VA)

Each
weight
(   kg)

picture

Table 2

CJ X2- F115 、F150

CJ X2- F185 、F225

CJ X2- F265

CJ X2- F330

CJ X2- F400

CJ X2- F500

CJ X2- F630

CJ X2- F780

CJ X2- F800

CJ X2- F1250

Ff110

FG110

FH110

FH110

FJ 110

FK110

FL110

FX110

Fl110

FL110

Ff127

FG127

FH127

FH127

FJ 127

FK127

FL127

FX127

Fl127

FL127

Ff220

FG220

FH220

FH220

FJ 220

FK220

FL220

FX220

Fl220

FL220

Ff380

FG380

FH380

FJ 380

FJ 380

FK380

FL380

FX380

Fl380

FL380

550

800

1200

1200

1200

1250

1650

2100

1650

1650

45

55

13

13

20

24

22

50

22

22

0.44

0.5

0.73

0.84

0.96

1.1

1.3

2.6

1.5

1.3

Connecting Wire Capacity
Parameter

Connecting wire

Item CJ X2-
F115

CJ X2-
F150

CJ X2-
F185

CJ X2-
F225

CJ X2-
F265

CJ X2-
F330

CJ X2-
F400

CJ X2-
F500

CJ X2-
F630

CJ X2-
F780

CJ X2-
F800

Table 3

number of wire
2Wire cross section(    mm

number of wire

Copper bar(     mm)

Connection bolt

1

95

2

20 × 3

M6

1

120

2

25 × 3

M8

1

150

2

25 × 3

M8

1

185

2

32 × 4

M10

1

240

2

32 × 4

M10

1

240

2

30 × 5

M10

2

150

2

30 × 5

M10

2

240

2

40 × 5

M10

2

240

2

60 × 5

M12

2

240

2

60 × 5

M12

2

240

2

60 × 5

M12

Main Parameters and Technical Performance

CJ X2-
F1250

2

240

2

60 × 5

3 × M12

CJX2-F series AC Contactor

用心做好接触器
Page.19
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High power (kW) of a 
controllable three-phase 
squirrel cage motor

Action characteristics
The pull-in voltage is 85%~110%Us, and the release voltage is 20%~75%Us. Coil main specification code 
(see Table 2)



Outshell and Mounting Dimension

Item
C J X 2 - F 1 1 5C J X 2 - F 1 5 0C J X 2 - F 1 8 5C J X 2 - F 2 2 5C J X 2 - F 2 6 5C J X 2 - F 3 3 0CJ X2- F400 CJ X2- F500 CJ X2- F630 CJ X2-

F800

A ma x

B ma x

C ma x

P

S

Φ

f

M

H

L

X 1  2 0 0 ~5 0 0 V

X 1  6 6 0 ~1 0 0 0 V

G a

H a

167

163

172

37

20

M6

131

147

124

107

10

15

80

106/119

204

163

172

37

20

M6

131

147

124

107

10

15

80

167

171

172

40

20

M8

131

150

124

104

10

15

80

204

171

172

40

20

M8

131

150

124

107

10

15

80

170

175

183

40

20

M8

131

154

127

113.5

10

15

80

211

175

183

40

20

M8

131

154

127

113.5

10

15

80

170

175

183

48

25

M10

131

172

127

113.5

10

15

80

211

175

183

48

25

M10

131

172

127

113.5

10

15

80

202

203

215

48

25

M10

147

178

147

141

10

15

96

247

203

215

48

25

M10

147

178

147

141

10

15

96

218

210

223

48

25

M10

147

181

158

145

10

15

96

261

210

223

48

25

M10

147

181

158

145

10

15

96

215

210

223

48

25

M10

147

181

158

145

15

20

80

215

210

223

48

25

M10

147

181

158

145

15

20

80

261

210

223

48

25

M10

147

181

158

145

15

20

80

235

240

235

55

30

M10

150

208

172

146

15

20

80

235

240

235

55

30

M10

150

208

172

146

15

20

80

288

240

235

55

30

M10

150

208

172

146

15

20

80

310

304

257

80

40

M12

181

264

202

155

20

30

180

310

304

257

80

40

M12

181

264

202

155

20

30

180

389

304

257

80

40

M12

181

264

202

155

20

30

180

310

304

257

80

40

M12

181

264

202

155

20

30

180

3P 4P 3P 4P 3P 4P 3P 4P 3P 4P 3P 4P 2P 3P 4P 2P 3P 4P 2P 3P 4P 3P

106/119 106/119 106/119 106/119 106/119 170/180 170/180 180/190 180/190

Note: a.f: The small distance required to take out each coil.
       .x b1: Arcing distance determined based on operating voltage and     
breaking capacity.

图1  CJ X2- F115~F330

图 2  CJ X2- F400~F500

CJX2-F series AC Contactor

Table 4 (unit：mm)

CJ X2-
F1250

3P

180/190

310

304

257

80

40

M12

181

264

202

155

20

30

180

图3  CJ X2- F630~F1250

图4  CJ X2- F780

订货须知

订货时必须指出：产品型号名称、线圈工作电压及频率、数量
例：交流接触器CJ X2- F265  AC  220V  50Hz  60  台。

CJX2-F系列交流接触器万联电器

用心做好接触器
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外形及安装尺寸

型号
C J X 2 - F 1 1 5C J X 2 - F 1 5 0C J X 2 - F 1 8 5C J X 2 - F 2 2 5C J X 2 - F 2 6 5C J X 2 - F 3 3 0CJ X2- F400 CJ X2- F500 CJ X2- F630 CJ X2-

F800

A ma x

B ma x

C ma x

P

S

Φ

f

M

H

L

X 1  2 0 0 ~5 0 0 V

X 1  6 6 0 ~1 0 0 0 V

G a

H a

167

163

172

37

20

M6

131

147

124

107

10

15

80

106/119

204

163

172

37

20

M6

131

147

124

107

10

15

80

167

171

172

40

20

M8

131

150

124

104

10

15

80

204

171

172

40

20

M8

131

150

124

107

10

15

80

170

175

183

40

20

M8

131

154

127

113.5

10

15

80

211

175

183

40

20

M8

131

154

127

113.5

10

15

80

170

175

183

48

25

M10

131

172

127

113.5

10

15

80

211

175

183

48

25

M10

131

172

127

113.5

10

15

80

202

203

215

48

25

M10

147

178

147

141

10

15

96

247

203

215

48

25

M10

147

178

147

141

10

15

96

218

210

223

48

25

M10

147

181

158

145

10

15

96

261

210

223

48

25

M10

147

181

158

145

10

15

96

215

210

223

48

25

M10

147

181

158

145

15

20

80

215

210

223

48

25

M10

147

181

158

145

15

20

80

261

210

223

48

25

M10

147

181

158

145

15

20

80

235

240

235

55

30

M10

150

208

172

146

15

20

80

235

240

235

55

30

M10

150

208

172

146

15

20

80

288

240

235

55

30

M10

150

208

172

146

15

20

80

310

304

257

80

40

M12

181

264

202

155

20

30

180

310

304

257

80

40

M12

181

264

202

155

20

30

180

389

304

257

80

40

M12

181

264

202

155

20

30

180

310

304

257

80

40

M12

181

264

202

155

20

30

180

3P 4P 3P 4P 3P 4P 3P 4P 3P 4P 3P 4P 2P 3P 4P 2P 3P 4P 2P 3P 4P 3P

106/119 106/119 106/119 106/119 106/119 170/180 170/180 180/190 180/190

注:a.f：取出每个线圈所需的小距离。
     b.x1 ：根据工作电压和分断能力确定的飞弧距离。

图1  CJ X2- F115~F330

图 2  CJ X2- F400~F500

CJX2-F系列交流接触器

表4( 单位：mm)

万联电器

CJ X2-
F1250

3P

180/190

310

304

257

80

40

M12

181

264

202

155

20

30

180

图3  CJ X2- F630~F1250

图4  CJ X2- F780

CJX2-F series AC Contactor

用心做好接触器
Page.21

用心做好接触器
Page.20 http://www.cjx2.com

Ordering Instruction
When ordering, it must be pointed out: product model name, coil working voltage 
and frequency, quantity
Example: AC contactor CJX2-F265 AC 220V 50Hz 60 sets.


	NBSe Contactor Catelogue 2016 18
	NBSe Contactor Catelogue 2016 19
	NBSe Contactor Catelogue 2016 20
	NBSe Contactor Catelogue 2016 21

